
















Sony CineAlta PL-mount prime lenses: A new generation  
With the F55, Sony introduces our second generation of cost-effective PL mount prime lenses, featuring a 
dramatic improvement in build quality.  Thanks to refined glass, all are certified for 4K capture, while 
minimizing geometric distortion, vignetting and breathing.  A 9-blade iris delivers beautiful bokehs.  The 
focus rings rotate 240°.  The series includes focal lengths of 20, 25, 35, 50, 85 and 135 mm.  For easy lens 
changes, all have the same T2.0 aperture, the same external diameter, matte box diameter, and gear 
locations for follow focus and aperture.  All are the same size except for the 135 mm.  

Incredible flexibility: PL-mount, FZ-mount and still lenses   
Some Super 35 digital motion picture cameras are dedicated to PL-mount cine lenses.  Other cameras tap 
the growing trend of shooting with affordable still lenses.  The F55 was designed from the ground up to 
accommodate both.  

�‡�� PL-Mount Lenses.  Take advantage of acclaimed cine optics from Angénieux®, Canon®, Carl 
Zeiss®, Cooke®, FUJIFILM®, Leica® and more.  

�‡�� Still Lenses.  Slip off the supplied PL-mount adaptor to reveal the native FZ mount with 18 mm flange 
focal distance.  It’s perfect for accepting commercially available adaptors for still lenses, including 
Canon® EF, Canon FD, Nikon® DX, Nikon G, Leica® M and even 2/3-inch broadcast B4 lenses.  

�‡��FZ-Mount Lenses.  There’s also Sony’s game-changing FZ-mount auto focus servo zoom: the 
SCL-Z18X140. 

  
Enjoy the convenience of auto focus, auto iris, 
image stabilization and servo zoom in Super 35 
cinematography with Sony’s SCL-Z18X140 14x zoom.  



Real-time 4K output and other vital connections    
The camera offers powerful connections, including real-time 4K output, up to 60p, to a compatible 
monitor.  It’s made possible by four 3G-SDI outputs.  There’s also HDMI®, USB, DC in connection, a removable 
XLR audio module and a removable time code/genlock module.  The XLR inputs accept balanced analog 
signals, provide 48-Volt phantom power and will accept four channels of AES/EBU digital audio with an 
expected firmware upgrade. 

Long-life Olivine Battery
At Sony, we don’t just know about cameras.  We’re also a leader in battery technology.  The F55 takes 
advantage of Sony’s innovative BP-FL75 battery pack, which uses Olivine—Lithium Iron Phosphate—instead 
of conventional Lithium Ion cathodes.  The result is a substantial increase in charge-discharge cycles, 
compared to previous Sony batteries.

The Olivine battery works with Sony’s BC-L90 quick charger. 

More than just a pretty interface
Carefully designed with significant input from cinematographers, the F55 provides an incredibly rich range 
of controls.  And the interface is nicely intuitive.  Instead of diving through menus, you get direct, one-touch 
access to key shooting parameters including frame rate, shutter speed, color temperature, ISO sensitivity 
and gamma.  Assignable buttons mean that favorite adjustments are always at your fingertips.  

The high-resolution status display confirms major 
settings for confident operation.  Six soft keys above 
and below the display are context sensitive and give 
you direct access to key shooting parameters.  


